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Nur teilweise oberirdisch: Sichtbar von den vier Geschossen sind nur die Siidfassade, eine Oberlichtkonstruktion sowie eine Abluftdffnung Only a part is above
ground level: of the four storeys only the south facade, a roof-light construction and an exhaust air opening are visible

Congress Centrum Alpbach von DIN A4 Architektur
verdoppelt Congress Centre Alpbach doubled in size
by DIN A4 ArchiteKktur ssn senosker

Erneut unterirdisch und mit begrin-
ter Dachlandschaft hat das Inns-
brucker Buro DIN A4 Architektur das
Alpbacher Congress Centrum raum-
lich verdoppelt. Ein Zubau, der in
mehrfacher Weise gut tut.

Viel Gespiir fiir das damals Machbare
bewiesen Conrad Messner und Markus
Prackwieser von DIN A4 Architektur beim
Entwurf, mit dem sie 1997 den tirolweit
offenen Wettbewerb fiir ein Congress
Centrum in Alpbach gewonnen haben.
Einem 2.500-Einwohner-Dorf mit rigider
Bauordnung, wo Holz als Baustoff ein
Muss ist, die Gestaltung der Balkone ge-
nauso vorgeschrieben ist wie die Firstrich-
tung und die Grofe der Fenster. Gilt es die
touristisch perfekt zu vermarktende Aus-
zeichnung, das ,.schonste Blumendorf
Europas“ zu sein, doch Jahr fiir Jahr zu
verteidigen. Die Folge ist, dass es in Alp-
bach so gut wie kein Gebdude mit Flach-
dach oder ohne holzige Accessoires gibt.
All das hat DIN A4 Architektur bei ihrem
ersten Bau umgangen, in dem sie das
Haus tief - nahe zu vollstindig - in den
Hang hineingegraben haben.

Das typische , kultige“ Flair von Alpbach
begeistert alljdhrlich auch Politiker, Wis-
senschafter, Manager und sogar Architek-

ten aus aller Welt, die sich beim Europdi-
schen Forum Alpbach treffen. Mit der
Konsequenz, dass das 1999 eréffnete
Kongresshaus bald schon zu klein gewor-
den war. Um der Buchungsnachfrage
nachkommen zu kénnen, wurde ein Zu-
bau notwendig, mit dessen Planung DIN
A4 Architektur diesmal direkt beauftragt
wurde. Die nun an ihren héhligen Erst-
lingsbau mit seiner charakteristischen auf
die Spitze gestellten gldsernen Pyramide
im Westen einen 80 Meter langen neuen
Trakt angedockt haben. Erneut nur teil-

Gesplir fiir das Machbare

weise oberirdisch: Sichtbar von den vier
Geschossen sind nur die Siidfassade, eine
Oberlichtkonstruktion sowie eine Abluft-
6ffnung. Angebaut wurde in einem extrem
stumpfen Winkel, sodass die Fassade ,wie
ein Strich in der Landschaft erscheint.
Ein gelungener formaler Trick, der der
Mafstdblichkeit in diesem kleinteilig
strukturierten Umfeld sehr gut tut.

Um moglichst viel Licht ins Innere zu
bringen, ist die Erweiterung raumhoch
verglast: Sie 6ffnet sich nach Innen zu
einem groRziigig dimensionierten Foyer,
nach aufen zu einem Vorplatz, der dem
leicht abfallenden natiirlichen Geldnde

folgt. Das obere, leicht auskragende
Drittel der Fassade ist - korrespondierend
zum Bestandsgebdude - horizontal mit
Lamellen aus Larchenholz verkleidet.
Einen zweiten Knick erfahrt die Fassade
am westlichen Ende und geht dort als
Dreieck nahtlos in das Geldnde iiber.
Direkt neben diesem Bauteil kbefindet
sich die Einfahrt in die neue, nun zwei-
geschossige Tiefgarage.

Kaum gestort wird durch den Zubau die
Skipiste, die nach wie vor direkt iiber das
Kongresshaus fiihrt. Allein einige Liif-
tungsrohre bzw. Oberlichten fiir den rund
400 m? groffen neuen Plenarsaal lassen
erahnen, dass es hier etwas darunter ge-
ben muss. Dieser Saal ist extravagant quer
angelegt, komplett mit Holz verkleidet
und ldsst akustisch keine Wiinsche offen.
Neu sind auch drei je 90 m? grofe Semi-
narriume, die sich durch Faltwande varia-
bel vergrRern bzw. verkleinern lassen.
Im Gegensatz zum ,alten“ Kongresshaus
spielt im neuen Holz beim Innenausbau
eine zentrale Rolle. Wobei es den Archi-
tekten sehr wichtig war, dass die beiden
Bauperioden ganz klar ablesbar bleiben.
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Der neue Plenarsaal ist quer angelegt und komplett mit Holz verschalt The new plenary hall is positioned

transversely and completely clad in wood

The Innsbruck office DIN A4 Ar-
chitektur has doubled the amount
of space in the Alpbach Congress
Centre with an underground building
that has a planted roof. An extension
that is beneficial in several ways.

In the design with which, in 1997, they
won the competition for the Congress
Centre in Alpbach open to entrants from
throughout Tyrol, Conrad Messner and
Markus Prackwieser from DIN A4 Ar-
chitektur showed great awareness and
feeling for what was possible at the time.
In this village with a population of 2,500
rigid building regulations make the use of
timber as a building material a “must”,
while also decreeing the design of the
balconies, the direction of the ridge, and
the size of the windows. The aim is to
defend, year after year, the award “Eu-
rope’s Most Beautiful Flower Village”,
which can be ideally marketed in the area
of tourism. The result is that Alpbach has
practically no buildings with a flat roof or
without some accessories in wood. In their
first structure DIN A4 Architektur avoided
this situation by embedding their building
deep - and almost entirely - in the slope.
Year after year Alpbach’s typical “cult-
like” flair attracts and delights politicians,

scientists, managers and even architects
from throughout the world, who meet
there for the European Forum Alpbach.
One result of this popularity is that the
congress building, which was opened in
1999, soon became too small. To deal
with all the booking enquiries an exten-
sion was needed and this time DIN A4
Architektur were commissioned directly
to provide the design. They docked an
80-metre-long new wing in the west onto
their cavern-like first building with its
characteristic inverted glass pyramid. In

A feeling for what is possible

the new building, too, only a part is above
ground level: of the four storeys only the
south facade, a roof-light construction and
an exhaust air opening are visible. The
new wing was attached at an extremely
obtuse angle, making the facade look “like
a line in the landscape”. In terms of scale
this formal trick is successful and is ex-
tremely beneficial in the particular struc-
ture of this setting.

To bring as much light as possible into the
interior the extension has full-height glaz-
ing: inside it opens to a generously sized
foyer, and on the outside to a forecourt
that follows the slight incline of the natu-
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Bekleidung mit Larchenholzlamellen Clad with
horizontal larch louvers

ral terrain. Echoing the existing building,
the upper, slightly projecting third of the
fagade is clad with horizontal larch lou-
vers. The fagade makes a second, well
considered bend at the western end,
where in the shape of a triangle it seam-
lessly meets the terrain. Directly beside
this is the entrance to the new, now two-
storey, underground car park.

The piste, which still runs directly above
the congress building, is hardly disturbed
at all by the extension. Only a few ventila-
tion ducts and roof lights for the roughly
400 m2 new plenary hall offer an indica-
tion that there must be something under-
neath the ski-run. This hall is boldly posi-
tioned transversely, completely clad in
wood, and in terms of acoustics meets
every conceivable wish. The three semi-
nar rooms, each 90 m? in area, are also
new; by means of folding walls they can
be increased or reduced in size in a varie-
ty of ways. In contrast to the old congress
house, in the new building wood plays a
central role in the fitting-out of the interi-
or. The architects thought it most impor-
tant to make clearly visible the fact that
the buildings date from different times.
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